IKON

Andopas 2023

BUILT FOR BOWLING
Oil Pattern Distance 40  Reverse Brush Drop 38 Oil Per Board 50 ul
Forward Oil Total 17.5mL Reverse Oil Total 10.85 mL Volume Qil Total 28.35 mL
START STOP LOADS SPEED CROSSED START EMD FEET TOIL
1 2L 2R z 18 111  0.00 5.10 540 5550
2 4L SR 2 18 64 5.0 10.20 5.10 3200
3 5L TR 2 18 38 10.20 153.30 510 2900
4 5L a9R 2 18 54 1530 2040 510 2700
5 9L 11R E] 22 63 20.40 29.70 9.30 3150
6 2L 2R o 22 0 2970 40.00 10.30 o L
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START STOP LOADS SPEED CROSSED START EMD FEET T.OIL
1 2L 2R (4] 22 o 40,00 2200 -8.00 (4] -
2 12L  13R E 18 48 32.00 24.40 -7.60 2400 =
3 10L  12R 2 18 28 24.40 19.30 -5.10 1900
a 8L 10R E 18 62 19.20 11.70 -7.60 3450
5 8L 8R 1 14 23 11.70 .80 -1.90 12530
&6 2L 2R 1 14 37T .80 790 -1.90 1850 -
7 2L 2R ] 14 0 7.90 0.00 -7.90 ]
tem JL-TLABL-1ER | BL2L18L-18R 13L-17L:1BL-18R 18L-18R:17R-13R | 1BL-18R:1ZR-ER | 1BL-1BR.TR-3R
Description |Dutside:|'ﬂidd|e MiddleMiddle |InsideMiddle  |Middle: Inside MiddleMiddle |Middle:Qutside
Track Zone Ratio 275 1.21 1 1 157 3583
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